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( START ) 



1 00 X] MOBILE STATION OR MSC MAY INITIATE A CALL VIA A VOICE OR DATA FRAME. 
THIS MAY BE TRANSLATED OVER THE AIR VIA A SUITABLE INTERFACE 



102- 



VOICE PACKETS MAY BEGIN BEING TRANSMITTED FOR THE CALL 



VOICE PACKETS MAY BE COMPRESSED BY A COMPRESSION ELEMENT, WHICH 
1 U4 N REMOVES THE UDP AND IP HEADER. PACKETS MAY ALSO BE MULTIPLEXED BY 
A MULTIPLEXER IN ORDER TO REMOVE THE LAYER-TWO HEADER 



1 06 x A F0UR - BIT CRC ERR0R CHECK AND FOUR-BIT RECOGNIZABLE 

BIT PATTERN MAY BE BUILT INTO EACH SUBFRAME TO ENABLE 
ERROR DETECTION AT THE SUPERFRAME 
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110- 



MULTIPLEXED PACKETS MAY BE POSITIONED INTO A SINGLE SUPERFRAME 



THE LARGER MULTIPLEXED SUPERFRAME MAY BE RECEIVED 
BY AGGREGATION NODE, WHICH MAY DEMULTIPLEX AND 
DECOMPRESS THE INCOMING SUPERFRAME 



IF THERE ARE NO ERRORS DETECTED, THE SUPERFRAME 
112-^ MAY BE FORWARDED FOR DEMULTIPLEXING 



IN CASES WHERE ERRORS ARE PRESENT, THE 
SUPERFRAME MAY BE INTERCEPTED AND, INSTEAD OF 
114^ BEING DISCARDED, IT MAY BE PARTIALLY DEMULTIPLEXED 



THE INDIVIDUAL SUBFRAMES MAY BE ANALYZED, WHEREBY A CRC 
CALCULATION IS PERFORMED FOR ERRORS. A DEMULTIPLEXER MAY 
q ANALYZE ERRORED AND NON-ERRORED PACKETS THE SAME. THE 

116^ RECEIVE ROUTINE MAY DETERMINE WHETHER TO FORWARD THE 

ERRORED PACKET RATHER THAN DISCARD 



( END ) 
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